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C A R E  I N S T R U C T I O N S

T R O U B L E S H O O T I N G

Wipe the parts with a dry cloth or a damp cloth soaked in 
warm water. Use only soft cloth for wiping and polishing, never 

sponges or steel wool. Do not use abrasive household cleaners. 
Do not use acidic or alkaline cleaning materials, glass cleaner 

or household ammonia.

   If lamp does not l ight, turn off the power. Check the bulb for a broken 
fi lament. Replace bulb if necessary, then turn it on. If the lamp sti l l 

does not l ight, please contact customer service at the local dealer. If 
the external f lexible cable or cord of this lamp is damaged, it must be 

replaced by a qualif ied electrician in order to avoid a hazard.

T E C H N I C A L  I N F O R M A T I O N

Light sources: E27, 3 x 470 Lumen (~4-6W LED).

Only dimmable l ight bulbs work properly.
Turn power off when changing l ight bulb. Isolation class II. The lamp is 

not approved for outdoor use or use in damp/wet rooms (IP20).
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G rav i t y  F l o o r L a m p
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Insert 3 light bulbs and plug lamp to main voltage. 
Slide button on foot dimmer to turn lamp on and off, and 
dim up and down. Alternatively pull chain to turn on and off.

Place the top diffuser on top of the shade so that it rests 
on the 3 rods.

A. Unscrew the top nut on the lamp head. 
B. Place the shade with the bottom diffuser hole turning  
    downwards on top of the lamp and guide the hole around  
   the 3 lamp holders until the shade ring can rest on lamp  
    head. Screw the top nut on the lamp head.

Unpack the lamp and place on stable ground.
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